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__TE R M GS8AC THRU GS8MC 50to 1000V 8.0 A
FU MO Sl
FEATURES SMC(DO-214AB) ,g gﬁﬂﬁ
® For surface mounted applications i
® Low profile package 0.126 (3.20) } 0245 (6.22)
® Built-in strain relief 0.114(2.90) 0.220 (5.59)
® Easy pick and place R
® Low forward voltage drop
® Plastic package has Underwriters Laboratory L%(—)—“;g)
® Flammability Classification 94V-O —»| | 0.019(0.485)
® High temperature soldering : 260°C /10 MAX.
seconds at terminals /
0.114(2.90)
MECHANICAL DATA R
A

0.008 (0.20

® Case: JEDEC SMC or DO-214AB, molded N, g% l«f 0004 010
plastic over passivated chip 0.325(8.25)

® Terminals: Solder plated, solderable per " 0.305(7.75)
® MIL-STD-750, Method 2026
® Polarity: Color band denotes cathode end Dimensions in inches and (millimeters)

Maximum Ratings And Electrical Characteristics

Ratings at 25°C ambient temperature unless otherwise specified. Single phase half-wave 60Hz,resistive or inductive load,
for capacitive load current derate by 20%.

Marks SYMBOLS| GSBAC | GS8BC | GS8DC |GS8GC | GSBJC | GSBKC | GS8NMC | UNITS
Maximum repetitive peak reverse voltage Vrrw | 50 | 100 | 200 | 400 | 600 | 800 | 1000 | VOLTS
Maximum RMS voltage Vews | 35 | 70 | 140 | 280 | 420 | 560 | 700 | VOLTS
Maximum DC blocking voltage Ve 50 | 100 | 200 | 400 | 600 | 800 | 1000 | VOLTS
Maximum average forward rectified current - 8.0 Amps
at TA=25"C

Peak forward surge current

8.3ms single half sine-wave superimposed on IFsm 200 Amps

rated load (JEDEC Method)

Maximum instantaneous forward voltage at 8.0A Vr 1.1 Volts
Maximum DC reverse current at T5¢C IR 5.0 HA
rated DC blocking voltage per Tj=100C 100

Typical junction capacitance (NOTE 1) Cy 30.0 pF

Typical thermal resistance (NOTE 2) Reu 20.0 °C/W

Operating junction and storage temperature range T TsTe 65 to +150 °C

Note: 1.Measured at 1MHz and applied reverse voltage of 4.0V D.C.
2.P.C.B. mounted with 0.2x0.2”(5.0x5.0mm) copper pad areas
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Silicon Rectifiers
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RATINGS AND CHARACTERISTIC CURVES

FIG. 1- FORWARD CURRENT DERATING CURVE
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FIG. 3-TYPICAL INSTANTANEOUS FORWARD

CHARACTERISTICS
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FIG. 2-MAXIMUM NON-REPETITIVE PEAK FORWARD
SURGE CURRENT
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FIG. 4-TYPICAL REVERSE CHARACTERISTICS
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