
SFS10Y03AT
Silicon N&P-Channel Mosfet

Absolute Maximum Ratings TC=25℃ unless otherwise specified

Symbol Parameter N-Channel P-Channel Units 

VDSS 
Drain-Source Voltage 

30 -30 V 

VGSS Gate-Source Voltage ± 20 ± 20 V 

ID Continuous Drain Current 

TC = 25℃ 9.1 -6.3 A 

TC = 100℃ 5.7 -4 A 

IDM Pulsed Drain Current note1 36.4 -25 A 

PD Power Dissipation TC = 25℃ 2 W 

RθJC Thermal Resistance, Junction to Ambient 62.5 ℃/W 

TJ, TSTG Operating and Storage Temperature Range -55 to +175 ℃ 

*Drain current limited by maximum junction temperature 

Features 

• N Channel: 30V, 9.1A / P Channel: -30V, -6.3A
• N: RDS(ON) =16mΩ (Max.) @ VGS = 10V, ID = 9A
• P: RDS(ON) =33mΩ (Max.) @ VGS = -10V, ID = -6A
• Advanced trench cell design
• Lead Free Product is Acquired
• Surface Mount Package

Application 

• MB and NB
• Motor drivers
• Half-bridge Drivers

Package 

SOP-8 
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N-Channel Electrical Characteristics TC=25℃ unless otherwise specified

Symbol Parameter Test Condition Min. Typ. Max. Units 

Off Characteristic 

V(BR)DSS Drain-Source Breakdown Voltage VGS = 0V, ID = 250μA 30 - - V 

IDSS Zero Gate Voltage Drain Current VDS = 30V, VGS = 0V - - 1 μA 

IGSS Gate to Body Leakage Current VDS = 0V, VGS = ±12V - - ±100 nA 

On Characteristics 

VGS(th) Gate Threshold Voltage VDS = VGS, ID = 250μA 1.0 - 2.0 V 

RDS(on) Static Drain-Source On-Resistance note2 
VGS = 10V, ID = 9A - 12 16 

mΩ 
VGS = 4.5V, ID = 5A - 15.5 20 

Dynamic Characteristics 

Ciss Input Capacitance 
VDS = 15V, VGS = 0V, 

f = 1.0MHz 

- 1147 - pF 

Coss Output Capacitance - 106 - pF 

Crss Reverse Transfer Capacitance - 90 - pF 

Qg Total Gate Charge 
VDS = 15V, ID = 9A, 

VGS = 10V 

- 22 - nC 

Qgs Gate-Source Charge - 5 - nC 

Qgd Gate-Drain(“Miller”) Charge - 3.3 - nC 

Switching Characteristics 

td(on) Turn-On Delay Time 
VDS = 15V, IDS = 9A, 

RG = 4.5Ω, VGEN = 10V 

RL = 1.6Ω   

- 7 - ns 

tr Turn-On Rise Time - 30 - ns 

td(off) Turn-Off Delay Time - 19 - ns 

tf Turn-Off Fall Time - 18 - ns 

Drain-Source Diode Characteristics and Maximum Ratings 

IS Diode Forward Current - - 9.1 A 

VSD
 note2 Drain to Source Diode Forward Voltage VGS = 0V, ISD = 9A - - 1.3 V 

trr Reverse Recovery Time ISD=9A , dI/dt=100A/µs , 

TJ=25℃ 

- 34 - nS 

Qrr Reverse Recovery Charge - 7.1 - nC 

  Notes: 

1. Repetitive Rating: Pulse width limited by maximum junction temperature

2. Pulse width ≤ 300μs; duty cycle ≤ 2%.
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N-Channel Typical Performance Characteristic
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P-Channel Electrical Characteristics TC=25℃ unless otherwise specified

Symbol Parameter Test Condition Min. Typ. Max. Units 

Off Characteristic 

V(BR)DSS Drain-Source Breakdown Voltage VGS = 0V, ID = -250μA -30 - - V 

IDSS Zero Gate Voltage Drain Current VDS = -24V, VGS = 0V - - -1 μA 

IGSS Gate to Body Leakage Current VDS = 0V, VGS = ±20V - - ±100 nA 

On Characteristics 

VGS(th) Gate Threshold Voltage VDS = VGS, ID = -250μA -1.0 - -2.0 V 

RDS(on) Static Drain-Source On-Resistance note2 
VGS = -10V, ID = -6A - 25 33 

mΩ 
VGS = -4.5V, ID = -3A - 36 47 

Dynamic Characteristics 

Ciss Input Capacitance 
VDS = -15V, VGS = 0V, 

f = 1.0MHz 

- 1292 - pF 

Coss Output Capacitance - 118 - pF 

Crss Reverse Transfer Capacitance - 98 - pF 

Qg Total Gate Charge 
VDS = -15V, ID = -6A, 

VGS = -10V 

- 22 - nC 

Qgs Gate-Source Charge - 5.8 - nC 

Qgd Gate-Drain Charge - 3.3 - nC 

Switching Characteristics 

td(on) Turn-On Delay Time 
VDD = -15V, RL= 2.5Ω 

RG= 4.5Ω, VGS = -10V 

IDS= -6A   

- 14 - ns 

tr Turn-On Rise Time - 42 - ns 

td(off) Turn-Off Delay Time - 141 - ns 

tf Turn-Off Fall Time - 75 - ns 

Drain-Source Diode Characteristics and Maximum Ratings 

IS Maximum Continuous Drain to Source Diode Forward Current - - -6.3 A 

VSD Drain to Source Diode Forward Voltage VGS = 0V, ISD =-6A - - -1.3 V 

trr Body Diode Reverse Recovery Time VGS = 0V, ISD = -6A, 

di/dt =100A/μs  

- 9.8 - ns 

Qrr Body Diode Reverse Recovery Time Charge - 1 - nC 

Notes: 

1. Repetitive Rating: Pulse width limited by maximum junction temperature

2. Pulse width ≤ 300μs; duty cycle ≤ 2%.苏
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P-Channel Typical Performance Characteristic
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Figure 1. Gate Charge Test Circuit & Waveform 

Figure 2. Resistive Switching Test Circuit & Waveforms 

Figure 3. Unclamped Inductive Switching Test Circuit & Waveforms 
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Figure 1. Gate Charge Test Circuit & Waveform 

Figure 2. Resistive Switching Test Circuit & Waveforms 

Figure 3. Unclamped Inductive Switching Test Circuit & Waveforms 
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