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Typical Applications GBP
i i 0.581(14.75 0.144(3.65)
Gen_qal _purpose use in AC/F)C bridge full wave C.111(2.8) o 561(24 25)) 0.131(3.35)
rectification for SMPS, lighting ballast, adapter, - : :
battery charger, home appliances, office equipment, e
and telecommunication applications. wl= >/
Slo
Features And Mechanical Data § E
SS AT
, b 0.044(1.1)
@ Package:GBP 1, Qe ‘ ‘ ‘ ‘ T 0.031(08)
@ The plastic package carries Underwriters 8l & [ |
Laboratory Flammability Classification 94V-0 3 © = } } } }
@ Glass passivated Junction chip E E\; % % | | | |
® Low reverse leakage o g S 8 \ \ \ \
@ High forward surge current capability Cle ) U D 0026065
@ High temperature soldering guaranteed | i — 0 613(5) :'35))
250 C/10 seconds at terminals applications. 0.16(4.06) ‘ 0.16(4.06) ’ '
0.14(3.56) ! 0.1‘6(4.66) I"0.14(3.56)

® Terminals: Tin plated leads, solderable ’ Y. 10%.U0) ’ f***
per STD-002 and JESD22-B102 0.14(3.56)

@ Polarity: As marked on body

Dimensions in inches and (millimeters)

Maximum Ratings and Electrical Characteristics

Ratings at 25°C ambient temperature unless otherwise specified. Single phase , half wave, 60HZ, resistive or inductive load. For capacitive load, derate
current by 20%.

Parameter RGBP306 RGBP308 RGBP310 Units
Symbols
Type number marking code RGBP306 RGBP308 RGBP310
Maximum recurrent peak reverse voltage VRRM 600 800 1000 Volts
Maximum rms voltage VRMS 420 560 700 Volts
Maximum dc blocking voltage VDC 600 800 1000 Volts
s o eaes s Lo o e - 5 (ot F0I0)
Superimposed on rated oad (jedos mesned) (riing of por diode) | 'FSM 60 Amp
Maximum instantaneous forward voltage drop per diode at 1/2 I(AV) VF 1.0 Volts
Maximum DC reverse current at rated DC blocking voltage per IR 5(5)0 uA
Current squared time @ 1ms<t=<8.3ms Tj=25°C, Rating of per diode 12t 15 A2S
Max Reverse recovery time @IF= 0.5A, Irr=0.25A, IR=1.0A Trr 350 nS
Typical thermal resistance between junction and ambient ROJA 70(accordance with JESD-51.) °C/IW
Typical thermal resistance between junction and case ROJC 30(Note 2) °C/W
Typical thermal resistance between junction and lead ROJL 25(accordance with JESD-51.) °C/W
Ty -65 to +150 °C

Junction temperature

Storage temperature range Tste -65 to +150 °C

Note:

The above typical data meet the following standards

1.Mounted on 10z/ft2 glass epoxy PCB board,with 13*13mm solder pad areas
2.Thermal resistance junction to case, lead and ambient in accordance with JESD-51.
3.The typical data above is for reference only.
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Fig. 2 Typical Forward Characteristics

Tc,Case Temperature (C)
Fig. 1 Forward Derating Curve
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Fig. 3 Peak Forward Surge Current FIG4:Typical Reverse Characteristics
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