
Absolute Maximum Ratings TA = 25°C unless otherwise noted

These ratings are limiting values above which the serviceability of the diode may be impaired. 

Specification Features: 
• VZ Tolerance Selection of ±5% (C Series)

• Flat Lead DO-41(DO-204AL)Plastic Package

• Surface Device Type Mounting

• RoHS Compliant

• Green EMC

• Matte Tin(Sn) Lead Finish

• Band Indicates Cathode

Symbol Parameter Value Units 

PD Power Dissipation 1000 mW 

TSTG Storage Temperature Range -65 to +150 °C 

TOPR Operating Temperature Range -65 to +150 °C 

Dimensions in inches and (millimeters)

DO-41(DO-204AL)

1.0 (25.4) MIN.

1.0 (25.4) MIN.

.205 (5.2)

.165 (4.2)

.107 (2.7)

.080 (2.0)
   DIA.

.031 (0.8)

.022(.68)
DIA.
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Zener Voltage Regulators
1N4727A THRU  1N4780A

VZ : 3.0 - 370 Volts PD : 1 Watt



Part 
Number 

Nominal Zener voltage 
Test 

current 
Maximum dynamic 

impedance resistance 
Maximum reverse 
leakage current 

Maximum 
Surge 

Current 

Maximum 
DC Zener 
Current 

Min 
VZ

(1) at IZT 
Typ. 

VZ
(1) at IZT 

Max 
VZ

(1) at IZT IZT ZZT at IZT ZZK at IZK IZK IR 
Test 

voltage VR IRM
(2) IZM 

V V V mA Ω Ω mA μA V mA mA 

1N4727A 2.85 3.0 3.15 80.0 10.0 400 1.00 100.0 1.0 1485 288.0 

1N4728A 3.14 3.3 3.47 76.0 10.0 400 1.00 100.0 1.0 1370 274.0 

1N4729A 3.42 3.6 3.78 69.0 10.0 400 1.00 100.0 1.0 1255 251.0 

1N4730A 3.71 3.9 4.10 64.0 9.0 400 1.00 50.0 1.0 1160 232.0 

1N4731A 4.09 4.3 4.52 58.0 9.0 400 1.00 10.0 1.0 1050 210.0 

1N4732A 4.47 4.7 4.94 53.0 8.0 500 1.00 10.0 1.0 960 192.0 

1N4733A 4.85 5.1 5.36 49.0 7.0 550 1.00 10.0 1.0 885 177.0 

1N4734A 5.32 5.6 5.88 45.0 5.0 600 1.00 10.0 2.0 805 161.0 

1N4735A 5.89 6.2 6.51 41.0 2.0 700 1.00 10.0 3.0 730 146.0 

1N4736A 6.46 6.8 7.14 37.0 3.5 700 1.00 10.0 4.0 660 133.0 

1N4737A 7.13 7.5 7.88 34.0 4.0 700 0.50 10.0 5.0 605 121.0 

1N4738A 7.79 8.2 8.61 31.0 4.5 700 0.50 10.0 6.0 550 110.0 

1N4739A 8.65 9.1 9.56 28.0 5.0 700 0.50 10.0 7.0 500 100.0 

1N4740A 9.50 10.0 10.50 25.0 7.0 700 0.25 10.0 7.6 454 91.0 

1N4741A 10.45 11.0 11.55 23.0 8.0 700 0.25 0.5 8.4 414 83.0 

1N4742A 11.40 12.0 12.60 21.0 9.0 700 0.25 0.5 9.1 380 76.0 

1N4743A 12.35 13.0 13.65 19.0 10.0 700 0.25 0.5 9.9 344 69.0 

1N4744A 14.25 15.0 15.75 17.0 14.0 700 0.25 0.5 11.4 304 61.0 

1N4745A 15.20 16.0 16.80 15.5 16.0 700 0.25 0.5 12.2 285 57.0 

1N4746A 17.10 18.0 18.90 14.0 20.0 750 0.25 0.5 13.7 250 50.0 

1N4747A 19.00 20.0 21.00 12.5 22.0 750 0.25 0.5 15.2 225 45.0 

1N4748A 20.90 22.0 23.10 11.5 23.0 750 0.25 0.5 16.7 205 41.0 

1N4749A 22.80 24.0 25.20 10.5 25.0 750 0.25 0.5 18.2 190 38.0 

1N4750A 25.65 27.0 28.35 9.5 35.0 750 0.25 0.5 20.6 170 34.0 

1N4751A 28.50 30.0 31.50 8.5 40.0 1000 0.25 0.5 22.8 150 30.0 

1N4752A 31.35 33.0 34.65 7.5 45.0 1000 0.25 0.5 25.1 135 27.0 

1N4753A 34.20 36.0 37.80 7.0 50.0 1000 0.25 0.5 27.4 125 25.0 

1N4754A 37.05 39.0 40.95 6.5 60.0 1000 0.25 0.5 29.7 115 23.0 

1N4755A 40.85 43.0 45.15 6.0 70.0 1500 0.25 0.5 32.7 110 22.0 

1N4756A 44.65 47.0 49.35 5.5 80.0 1500 0.25 0.5 35.8 95 19.0 

1N4757A 48.45 51.0 53.55 5.0 95.0 1500 0.25 0.5 38.8 90 18.0 

1N4758A 53.20 56.0 58.80 4.5 110.0 2000 0.25 0.5 42.6 80 16.0 

1N4759A 58.90 62.0 65.10 4.0 125.0 2000 0.25 0.5 47.1 70 14.0 

1N4760A 64.60 68.0 71.40 3.7 150.0 2000 0.25 0.5 51.7 65 13.0 

1N4761A 71.25 75.0 78.75 3.3 175.0 2000 0.25 0.5 56.0 60 12.0 

1N4762A 77.90 82.0 86.10 3.0 200.0 3000 0.25 0.5 62.2 55 11.0 

Revision:20170801-A1  Page2 of Tota4
            www.szfmsdz.com

Zener Voltage Regulators
1N4728A THRU  1N4780A



Part 
Number 

Nominal Zener voltage 
Test 

current 
Maximum dynamic 

impedance resistance 
Maximum reverse 
leakage current 

Maximum 
Surge 

Current 

Maximum 
DC Zener 
Current 

Min 
VZ

(1) at IZT 
Typ. 

VZ
(1) at IZT 

Max 
VZ

(1) at IZT IZT ZZT at IZT ZZK at IZK IZK IR 
Test 

voltage VR IRM
(2) IZM 

V V V mA Ω Ω mA μA V mA mA 

1N4763A 86.45 91.0 95.55 2.8 250.0 3000 0.25 0.5 69.2 50 10.0 

1N4764A 95.00 100.0 2.5 105.00 2.5 3  3000 0.25 0.5 76.0 45 9.0 

1N4765A 104.50 110.0 115.50 2.3 2.3 4  4000 0.25 0.5 83.6 40 8.6 

1N4766A 114.00 120.0 126.00 2.0 2.0 5  4500 0.25 0.5 91.2 37 7.8 

1N4767A 123.50 130.0 136.50 1.9 1.9 7  5000 0.25 0.5 98.8 34 7.0 

1N4768A 133 140 147 1.8 900.0 5500 0.25 0.5 108 32 6.8 

1N4769A 142.50 150.0 157.50 1.7 1000.0 6000 0.25 0.5 114.0 30 6.4 

1N4770A 152.00 160.0 168.00 1.6 1100.0 6500 0.25 0.5 121.6 28 5.8 

1N4771A 171.00 180.0 189.00 1.4 1200.0 7000 0.25 0.5 136.8 25 5.2 

1N4772A 190.00 200.0 210.00 1.2 1900.0 9990 0.25 0.5 152.0 22 4.7 

1N4773A 209.00 220.0 231.00 1.0 1600.0 8000 0.25 0.5 167.2 20 4.0 

1N4774A 228.00 240.0 252.00 0.9 1800.0 8500 0.25 0.5 182.4 19 3.8 

1N4775A 237.50 250.0 262.50 0.9 2000.0 9000 0.25 0.5 190.0 18 3.6 

1N4776A 256.50 270.0 283.50 0.8 2100.0 9000 0.25 0.5 205.0 16 3.3 

1N4777A 285.00 300.0 315.00 0.8 2300.0 9500 0.25 0.5 228.0 15 3.0 

1N4778A 313.50 330.0 346.50 0.7 2500.0 9500 0.25 0.5 250.2 13 2.7 

1N4779A 342.00 360.0 378.00 0.7 2700.0 10000 0.25 0.5 275.0 12 2.5 

1N4780A 370.50 390.0 409.50 0.7 3000.0 10000 0.25 0.5 300.0 11 2.2 
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■ Characteristics (Typical)
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FIG1:  Power Temperature Derating Crue
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FIG2:Typical Zener Impedance
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FIG4:Temperature Coefficients v.s. Zener Voltage
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FIG3: Pulse Waveform
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FIG5: Maximum Surge Power
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