l'f‘:' SILICON ZENER DIODES

iE B 2EZ2.7D5 ~ 2EZ200D5
) RoHS
V, :2.7-200 Volts P, : 2 Watts /=" CONPLIANT

DO-41(DO-204AL)

FEATURES:

* Complete Voltage Range 2.7 to 200 Volts 1.0 (25.4) MIN.
* High peak reverse power dissipation

* High reliability 107 (2.7) ‘4_
* Low leakage current .080 (2.0)

DIA.

* + 5% tolerance

x .205 (5.2)
Pb / RoHS Free _ 165 (4.2)
MECHANICAL DATA
e WEIGHT: 0.015 ounce, 0.04 gram .031 (0.8) 1.0 (25.4) MIN.
022(68) " |[Y
* Marking : Cathode band and type number DIA. l

Epoxy meets UL 94 V-0 flammability rating
Moisture Sensitivity Level 1

Dimensions in inches and (millimeters)

MAXIMUM RATINGS

Rating at 25 °C ambient temperature unless otherwise specified

Rating Symbol Value Unit
DC Power Dissipation at T, = 75 °C (Note1) Pp 20 W
Maximum Forward Voltage at | = 200 mA Ve 1.2 \%
Junction Temperature Range T, -55t0 + 175 °C
Storage Temperature Range Tste -55to+ 175 °C

Note :
(1) T, = Lead temperature at 3/8 " (9.5mm) from body
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) SILICON ZENER DIODES

FT:? % %fr 2EZ2.7D5 ~ 2EZ200D5
) ROHS
/ COMPLIANT

ELECTRICAL CHARACTERISTICS

Rating at 25 °C ambient temperature unless otherwise specified

Nominal Zener Maximum Zener Maximum Reverse Maximum DC
Type No. Voltage Impedance Leakage Current Zener Current
VZ @ IZT IZT ZZT @ IZT ZZK @ IZK IZK IR @ VR IZM
V) (mA) Q) Q) (mA) wA | (mA)
2EZ2.7D5 2.7 80 10 400 1.0 100 1.0 660
2EZ3.0D5 3.0 160 8.0 400 1.0 100 1.0 600
2EZ3.3D5 33 145 8.0 400 1.0 80 1.0 545
2EZ3.6D5 36 139 5.0 400 1.0 80 1.0 504
2EZ3.9D5 3.9 128 5.0 400 1.0 50 1.0 468
2EZ4.3D5 43 116 45 400 1.0 50 1.0 434
2EZ4.7D5 4.7 106 4.5 550 1.0 50 1.0 386
2EZ5.1D5 51 98.0 3.5 600 1.0 50 1.0 356
2EZ5.6D5 5.6 89.5 25 500 1.0 50 2.0 324
2EZ6.2D5 6.2 80.5 1.5 700 1.0 50 3.0 292
2EZ6.5D5 6.5 77.0 1.7 700 1.0 50 35 278
2EZ6.8D5 6.8 735 20 700 1.0 50 4.0 266
2EZ7.5D5 75 66.5 20 700 0.5 50 5.0 242
2EZ8.2D5 8.2 61.0 23 700 0.5 50 6.0 220
2EZ9.1D5 9.1 55.0 25 700 0.5 50 7.0 200
2EZ10D5 10 50.0 35 700 0.25 50 7.6 182
2EZ11D5 11 455 4.0 700 0.25 50 84 166
2EZ12D5 12 415 4.5 700 0.25 1.0 9.1 152
2EZ13D5 13 38.5 5.0 700 0.25 0.5 9.9 138
2EZ14D5 14 35.7 5.5 700 0.25 0.5 10.6 130
2EZ15D5 15 334 7.0 700 0.25 05 11.4 122
2EZ16D5 16 31.2 8.0 700 0.25 0.5 12.2 114
2EZ17D5 17 294 9.0 750 0.25 0.5 13.0 107
2EZ18D5 18 27.8 10 750 0.25 0.5 13.7 100
2EZ19D5 19 26.3 11 750 0.25 0.5 14.4 95
2EZ20D5 20 25.0 11 750 0.25 0.5 15.2 920
2EZ22D5 22 22.8 12 750 0.25 0.5 16.7 82
2EZ24D5 24 20.8 13 750 0.25 05 18.2 76
2EZ27D5 27 185 18 750 0.25 0.5 20.6 68
2EZ30D5 30 16.6 20 1000 0.25 0.5 225 60
2EZ33D5 33 15.1 23 1000 0.25 0.5 251 55
2EZ36D5 36 13.9 25 1000 0.25 0.5 274 50
2EZ39D5 39 12.8 30 1000 0.25 0.5 29.7 47
2EZ43D5 43 11.6 35 1500 0.25 0.5 327 43
2EZ47D5 47 10.6 40 1500 0.25 0.5 35.8 39
2EZ51D5 51 9.8 48 1500 0.25 0.5 38.8 36
2EZ56D5 56 9.0 55 2000 0.25 0.5 426 32
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‘cl'\:.y‘ SILICON ZENER DIODES
= 2EZ2.7D5 ~ 2EZ200D5

=
—";lﬁ MO SI
@ RoHS
ELECTRICAL CHARACTERISTICS
Rating at 25 °C ambient temperature unless otherwise specified
Nominal Zener Maximum Zener Maximum Reverse Maximum DC
Type No. Voltage Impedance Leakage Current Zener Current
VZ @ IZT IZT ZZT @ IZT ZZK @ IZK IZK IR @ VR IZM
M (mA) Q) () (mA) ®Ay | W (mA)

2EZ62D5 62 8.1 60 2000 0.25 0.5 471 29
2EZ68D5 68 74 75 2000 0.25 0.5 51.7 27
2EZ75D5 75 6.7 90 2000 0.25 0.5 56.0 24
2EZ82D5 82 6.1 100 3000 0.25 0.5 62.2 22
2EZ91D5 91 55 125 3000 0.25 0.5 69.2 20
2EZ100D5 100 5.0 175 3000 0.25 0.5 76.0 18
2EZ110D5 110 4.5 250 4000 0.25 0.5 83.6 17
2EZ120D5 120 4.2 325 4500 0.25 0.5 91.2 15
2EZ130D5 130 3.8 400 5000 0.25 0.5 98.8 14
2EZ140D5 140 3.6 500 5500 0.25 0.5 106.4 13
2EZ150D5 150 33 575 6000 0.25 0.5 114.0 12
2EZ160D5 160 3.1 650 6500 0.25 0.5 121.6 11
2EZ170D5 170 29 675 7000 0.25 0.5 130.4 11
2EZ180D5 180 28 725 7000 0.25 0.5 136.8 10
2EZ190D5 190 26 825 8000 0.25 0.5 144.8 10
2EZ200D5 200 25 1900 9990 0.25 0.5 152 9.0
Notes :

(1) Suffix " 5 " indicates + 5% tolerance, suffix " 10 " indicates +10% tolerance.
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